
HIGH QUALITY PAVING

HIGH QUALITY PAVING 
SCALE:  1:20 @A1

04

NATIVE SUBSOIL

GRANULAR SUBGRADE
REFER TO ENGINEER'S
SPECIFICATION

80

SECTION

75-150MM GRANULAR SUB
BASE REFER TO
ENGINEER'S SPECIFICATION

50MM SELF BINDING
GRAVEL

TYPICAL SELF BINDING GRAVEL SURFACE
SCALE:  1:20@A1

05

NATIVE SUBSOIL

SECTION

GEOTEXTILE MEMBRANE

10mm COLOURED EPDM
RUBBER CRUMB LAYER
COLOUR TBD

WEARING COURSE
REFER TO ENGINEER'S
SPECIFICATION

GRANULAR SUB BASE
REFER TO ENGINEER'S
SPECIFICATION

P5 : TYPICAL SOFT POUR SURFACE
SCALE:  1:20@A1

01

NATIVE SUBSOIL

SECTION

20-90mm SBR RUBBER
BASE LAYER

REFERENCE IMAGE

NOTE: GRAVEL TYPE SUBJECT TO SAMPLE
APPROVAL BY THE CLIENT.

P6: BLACK TARMAC WITH RED CHIP
SCALE:  1:20@A1

02

SECTION

SURFACE COURSE 20-40 mm

BASE COURSE 70-100mm
REFER TO ENGINEER'S
SPECIFICATION

BINDER COURSE 40-100mm
REFER TO ENGINEER'S
SPECIFICATION

SUB-BASE

P8 : PARKING PERMEABLE PAVING
SCALE:  1:20 @A1

03

KILSARAN CLIMA PAVE MELLIFONT BLOCK
PAVING OR SIMILAR AND APPROVED CONCRETE
PAVING, PRE-SEALED 3NO TONES:
NATURAL
240MM (L) X 160MM (W) X 80MM (D)
160MM (L) X 160MM (W) X 80MM (D)
120MM (L) X 160MM (W) X 80MM (D)

80

SECTION

PLAN

PODIUM TO ENGINEER'S SPECIFICATION

GRANULAR SUBGRADE
REFER TO ENGINEER'S SPECIFICATION
GRANULAR SUBGRADE
REFER TO ENGINEER'S SPECIFICATION

50mm MORTAR BED DEPTH
REFER TO ENGINEER'S SPECIFICATION
50mm MORTAR BED DEPTH
REFER TO ENGINEER'S SPECIFICATION

TOOLED JOINT WIDTH 5-7MM
RAPID SET JOINTING MORTAR
COLOUR TO MATCH STONE
PAVING

TOOLED JOINT WIDTH 5-7MM
RAPID SET JOINTING MORTAR
COLOUR TO MATCH STONE
PAVING

PODIUM TO ENGINEER'S SPECIFICATION

KILSARAN CLIMA PAVE MELLIFONT BLOCK
CONCRETE PAVING OR SIMILAR AND APPROVED
CONCRETE PAVING, 3 SIZE MIX, PRE-SEALED
3NO TONES:
NATURAL
REFER TO LAYOUT
DRAWING L1-400 SERIES
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120 160
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0
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RAISED KERB 
SCALE:  1:10 @A1

01

2%

200

25
0

10
0

HIGH QUALITY
KERB 2%

FLUSH KERB
SCALE:  1:10 @A1

02

200

15
0

HIGH QUALITY
KERB

PLANTING AREA

PROPRIETARY EVER EDGE
OR SIMILAR AND APPROVED
EDGING 1000 x 5 x 125mm
WITH 96mm SPIKES
10mm DIAMETER FIXING PIN
AND SLEEVE SYSTEM TO
BE INSTALLED @ 2M
CENTRES OR AS REQUIRED
FOR ADDITIONAL SUPPORT

ADJACENT SURFACE

TYPICAL STEEL EDGING
SCALE:  1:5@A1

03

Natural / Reconstituted Stone

EDGING ADJACENT TO PLANTING AREA 
SCALE:  1:10 @A1

03

CONCRETE HAUNCHING & SUB BASE
REFER TO ENGINEERS SPECIFICATION

ADJACENT SURFACE VARIES.

EDGING ADJACENT TO PLANTING AREA 
SCALE:  1:10 @A1
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200

15
0

PRE-SEALED + PRIMED
KILSARAN TARA SILVER OR BLACK
GRANITE CONCRETE KERB
 OR SIMILAR AND APPROVED
200MM (W) X 915MM (L) X 150MM (D)

E4: RAMP KERB AND PAVING INTERFACE
SCALE:  1:10 @A1

04

PRE-SEALED + PRIMED
KILSARAN TARA SILVER OR BLACK
GRANITE CONCRETE KERB OR
SIMILAR AND APPROVED
200MM (W) X 915MM (L) X 250MM (D)

PRE-SEALED + PRIMED
KILSARAN TARA SILVER OR BLACK
GRANITE CONCRETE KERB  OR
SIMILAR AND APPROVED
200MM (W) X 915MM (L) X 250MM (D)

GRANULAR SUBGRADE
REFER TO ENGINEER'S SPECIFICATION

200

25
0

200

25
0
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EQ EQ

LOCATE PLANTS WITH EQUAL
SPACING AS INDICATED

1
2 ON-CENTER SPACING

EDGE OF PLANTING AREA,
WALLS, VERTICAL STRUCTURE ON CENTER SPACING REFER TO

PLANTING SCHEDULE

TYPICAL SHRUB PLANTING SPACING
SCALE:  1:20@A1

09

TYPICAL SHRUB SOIL PROFILE
SCALE:  1:10@A1

03

SHRUB
PLANTING

TOPSOIL

SUBSOIL

45
0

GENERAL TURF AREA

SUBSOIL

TYPICAL TURF SOIL PROFILE
SCALE:  1:10@A1

02

TOPSOIL20
0

TYPICAL SHRUB SOIL PROFILE ON SLAB
SCALE:  1:10@A1

04

45
0

10
0

20
0

SHRUB PLANTING
REFER TO DRAWINGS:

450mm DEPTH TOPSOIL

SUB SOIL
100mm GRAVEL SHINGLE
DRAINAGE
LAYER TOWARDS PERFORATED
75MM MDPE PIPE WRAPPED IN
GEOTEXTILE
FILL TO ENGINEERS
SPECIFICATION
STRUCTURAL SLAB TO
ENGINEERS SPECIFICATION

ROOTBALL

2000

12
5

TREE PLANTING REFER TO TREE
PLANTING PLANS

TREE PIT SAND

75mm DEPTH SELF BOUND GRAVEL
REFER TO DRG. NO. L1-900 DETAIL 05

TYPICAL STEEL EDGE REFER TO
DRG.NO. L1-900 DETAIL 03

150mm DEPTH GRANULAR SUB - BASE

150mm GRAVEL SHINGLE DRAINAGE
LAYER TOWARDS PERFORATED 75mm
MDPE PIPE REFER TO ENGINEERS
SPECIFICATION

450mm DEPTH TOPSOIL

EXISTING FILL

200g/m² GEOTEXTILE SEPARATING
MEMBRANE

TYPICAL TREE DETAIL IN PAVING
SCALE:  1:10 @A1

01

ROOTBALL

50
0

45
0

TYPICAL TREE SOIL PROFILE
SCALE:  1:10 @A1

03

TREE PLANTING

450mm DEPTH TOPSOIL

TREE PIT SAND

150mm GRAVEL SHINGLE DRAINAGE
LAYER TOWARDS PERFORATED 75MM
MDPE PIPE WRAPPED IN GEOTEXTILE
SEPARATING MEMBRANE - REFER TO
ENGINEERS SPECIFICATION

EXISTING FILL

TURF / MULCH / GRAVEL

TREE ANCHOR SYSTEM02
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